FACTORY MADE WYE OR TEE FITTING

SHALL BE OF SAME MATERIAL AS
SEWER MAIN
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ELASTOMERIC SLEEVE COUPLING
WITH STAINLESS STEEL BANDS FOR
CONNECTING BUILDING SEWER

TO WYE OR TEE
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METHOD 1:

HOLE WITH DIAMETER EQUAL TO
INSIDE DIAMETER OF TEE CUT
IN SEWER MAIN WITH MACHINE
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INSERTION OF FACTORY MADE WYE OR TEE

CONNECTING WYE OR TEE TO

SEWER MAIN
SEWER MAIN MACHINE CUT FOR INSERT

ELASTOMERIC SLEEVE COUPLEING FOR
CONNECTION OF BUILDING SEWER TO

// TEE
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BONDING TEE SADDLE TO SEWER MAIN
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METHOD 2: EPOXY BONDED SADDLE TEE

HOLE WITH DIAMETER EQUAL TO
OUTSIDE DIAMETER OF TEE INSERT
CUT IN SEWER MAIN WITH
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N PUBLIC SEWER MAIN
(10” DIA. AND LARGER PER STD. DWG. S-9)

TAPERED PLASTIC
COMPRESSION FITTING

SYNTHETIC RUBBER INSERT TEE
WITH STAINLESS STEEL BAND FOR
COUPLING BUILDING SEWER TO TEE
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METHOD 3: COMPRESSION TEE
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PUBLIC SEWER MAIN
(10" DIA. AND LARGER PER STD. DWG. S-9)

HOUSE BRANCH CONNECTIONS

CITY OF FRESNO

S>—08

REF. & REV.
AUG, 2002




